
FLOOR CONSTRUCTION - JOISTED FLOOR

FLOORING

JOISTS

2” X 1” BATTENSPIPES CLIPPED
TO INSULATION

INSULATION

BISCUIT MIX
8:1 SAND/CEMENT

• Flooring - Plywood / chipboard flooring may be required 
   before floor covering - contact us if unsure.

• Insulation - We recommend the use of 50 - 75mm 
   PIR (Kingspan, Celotex etc)

• Biscuit mix -  We recommend using 20 - 25mm thickness

FLOORING

DIFFUSER PLATE

INSULATION

JOISTS

PIPES CLIPPED 
INTO PLATES

2” X 1” BATTENS

FLOOR CONSTRUCTION - JOISTED FLOOR WITH DIFFUSER PLATES

•  Flooring - Plywood / chipboard, etc

• Insulation – we recommend 50-100mm PIR 
   (Kingspan,Celotex etc) or seek building control advice

FLOORING

PIPES CLIPPED

GYPROC / CABERDEK /
CHIPBOARD ETC.

BISCUIT MIX
8:1 SAND/CEMENT

INSULATION

JOISTS

2” x 1” BATTENS

2″ X 1″ BATTENS

FLOOR CONSTRUCTION - CROSS BATTENING 

• Flooring - Plywood / chipboard may be required before 
   floor covering

• Insulation – we recommend 50 - 100mm PIR 
   (Kingspan,Celotex etc) or seek building control advice  

Can be used for traditional / posi / 
Eco joists and I Beams 

FLOORING

SUB FLOOR - DPM MAY REQUIRE 
- SEE BUILDING CONTROL ADVICE

PERIMETER INSULATION

FLOOR SCREED
PIPE FITTED

INTO TEMPLATE

FLOOR TEMPLATE

INSULATION

Floor Construction - Concrete Floor

Insulation - Refer to building regulations for size.

Screen - We recommend 50 - 75mm liquid screed 
or 65 - 65mm �bre/ Traditional screed

Seek building control advice on tue position use of 
damp proof membrane

A 500 gauge screed membrane is required for liquid creeds
above tue insulation before pipe etc

FLOORING

INSULATION

SUB FLOOR

PIPES CLIPPED 
TO INSULATION

GRIP RAIL
(OPTIONAL)

PERIMETER 
INSULATION

FLOOR SCREED

FLOOR CONSTRUCTION - CONCRETE FLOOR

• Insulation - Refer to building regulations for size.

• Screed - We recommend 50 - 75mm liquid screed 
   or 65 - 75mm fibre/traditional screed

• Seek building control advice on the position and use of 
   damp proof membrane

• A 500 gauge screed membrane is required for liquid screed
   above the insulation before pipe etc

JOISTED FLOOR

CROSS BATTENING

CONCRETE FLOOR

SCREED BOARD - RETRO FIT SYSTEM

JOISTED FLOOR WITH DIFFUSER PLATES

CONCRETE FLOOR USING FLOOR TEMPLATES

FLOOR CONSTRUCTIONS

• Insulation - Refer to building regulations for size.

• Screed - We recommend 50 - 75mm liquid screed 
   or 65 - 75mm fibre/traditional screed

• Seek building control advice on the position and use of 
   damp proof membrane

• A 500 gauge screed membrane is required for liquid screed
   above the insulation before pipe etc

• Insulation - Refer to building regulations for size.

• Screed - We recommend 50 - 75mm liquid screed 
   or 65 - 75mm fibre/traditional screed

• Seek building control advice on the position and use of 
   damp proof membrane

• A 500 gauge screed membrane is required for liquid screed
   above the insulation before pipe etc

• Flooring - Plywood / chipboard flooring may be required 
   before floor covering - contact us if unsure.

• Insulation - We recommend the use of 50 - 75mm 
   PIR (Kingspan, Celotex etc)

• Biscuit mix -  We recommend using 20 - 25mm thickness

• Flooring - Plywood / chipboard may be required before 
   floor covering

• Insulation – We recommend 50 - 100mm PIR 
   (Kingspan,Celotex etc) or seek building control advice  

•  Flooring - Plywood / chipboard, etc

• Insulation – we recommend 50-100mm PIR 
   (Kingspan,Celotex etc) or seek building control advice

Screed Board - Retro Fit System

XPS Insulation 
(Optional)

Existing
Floor (Concrete or Timber etc)

Flooring

Pipe - XPS

18mm Fermacell
Gypsum Board

Filling Compound

XPS INSULATION 
(OPTIONAL)

EXISTING FLOOR 
(CONCRETE OR TIMBER ETC)

FOIL SHEET
(OPTIONAL)

FILLING COMPOUND

FLOORING

PIPE

COMPACT PANEL

PERIMETER INSULATION



TEL: 01302 727 182 
	 		       

Damien Mobile: 07912 044 489

Rob Mobile: 07912 044 490

Email: damien@underfloorheating1.co.uk
            rob@underfloorheating1.co.uk

            sales@underfloorheating1.co.uk

Web: www.underfloorheating1.co.uk

Unit 11E, Carcroft Enterprise Park, Carcroft, Doncaster, DN6 8DD


